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Spleodar Leictreonach Teoranta was an Irish Owned Company, founded in Falcarragh, Co Donegal in 
1981, specialising in the design and manufacture of mains & battery Fencers / Energisers, for the farming 
sector.  

 

In 2002 Tekelek Europe Ltd, based in Shannon Co. Clare who provide design, development and supply of 
Electronic monitoring and measuring control solutions acquired Spleodar Leictreonach Teoranta and set 
up what is now called Forcefield Active Technology Ltd, broadening its product portfolio to include Elec-
tronic Pet Containment, Farming Accessories, Pest Control and much more.  

 

Forcefield Active Technology Ltd has a nationwide sales team in Ireland who service our large customer 
network of coops and agri-merchants. We pride ourselves as a leader in electronic fencing technologies 
for the farming sector and a leader in Electronic Pet Containment. We focus on our customer’s needs and 
strive for recognition in our industry as a distinctive and successful company who are dedicated to the 
highest level of integrity and innovation delivering quality products through excellence and teamwork. 

 

 

 

Background : A History of Forcefield 
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An electric fence, which can be either battery or 

mains powered, converts this power to high volt-

age pulses. If the wire carrying the pulse is touched 

by an animal, the current passes through the ani-

mal to the ground, and this effect gives a shock. 

How does an electric fence work? 

Cattle and Dairy Cows:  

These are easily fenced with the minimum of prob-

lems. Milking cows, which are already used to an 

electric fence, can normally be strip grazed using a 

single strand of polywire or tape. 

Sheep and Goats: 

Sheep and goats have longer hair, which acts as an 

insulator, and therefore these animals require a 

stronger pulse.  

Horses: 

Energetic and lively ponies and horses are easily 

fenced. The electric fence provides containment, 

safety and security for the animals. For the fencing it 

is recommended that tape (See Page 12) be used to  

make the fence more easily seen by animals. 

Pigs: 

Again the fence needs good visibility. Where pigs and 

piglets are contained, distance between the fence 

lines and number of lines are important factors for 

consideration.  

Other Applications: 

Game, Deer, Rabbits, Foxes, Chickens, Dogs, Cats etc.  

Please contact Forcefield for these applications 

The electric device can be utilised efficiently to pro-

tect crops and forestry plantations and eliminate crop 

damage. Contact Forcefield for advice. 

Applications and usage: 

The basic principle is to obtain a balance between the different components of 

an electric fence. Using a powerful fencer with a low conductivity wire, badly 

installed or maintained, will give poor results and unsatisfactory service.  

The energiser 

The heart of the system! There are many models available depending on the 

power supply and output required, the fence length, and the type of animal to 

be contained or excluded.  

Mains Fencer 230V  

For long and permanent fences. Large mains fencers when correctly earthed, 

can, in many situations, burn off vegetation and some can give an indication of 

the fence quality . For example the MX range has a built in 7 LED voltage level 

indicator and audible Low Voltage Alarm to visibly indicate the load on the 

fence.  

Dry battery 9V  

For short or temporary fences where portability are flexibility are the main con-

siderations (B20 and B50) 

Wet Battery 12V 

Allows rechargeable batteries to be used and facilitates a more powerful battery 

powered energiser(B12 for strip-grazing, BM140 for bigger applications). 

Insulators 

Good quality and correct selection are essential to ensure the efficiency of the 

fence. Their choice depends on the type of posts, wire or tape being used. Your 

dealer will assist you in making the right choice.  

Posts  

If a permanent fence is planned, chemically treated softwood posts with insula-

tors, or non-conductive hardwood posts are ideal. Steel, fibreglass or plastic 

posts can be a viable alternative. If it is a temporary fence for strip grazing, plas-

tic posts offer portability and ease of construction. 

Conductors 

These come in a wide variety of forms from high tensile, standard steel or alu-

minium poly wires, plastic tape or rope. All having their unique application. Plas-

tic based products should be treated for UV and be strong in tension. 

Woven or Twisted wires 

Provide durability and strength. The electric conductive part is made in stainless 

steel for mechanical strength and is used mainly for temporary fences where it 

can be rewound easily for moving without causing too much wear and tear.  

Tinned Copper 

While offering excellent conductivity for long or permanent fencing, copper wire 

is more susceptible to the effects of wear and tear than stainless steel. While 

being a better conductor movement will cause reduction in its life. There are 

numerous products available both in quality and specification; selecting the right 

combination for the job is most important.  

 

 

The connections between energiser and fence should be firm and with a good 

joint. If wires are passing through a wall make sure that they are properly insu-

lated, if this is not done there is the possibility of power being diverted from the 

fence. 

All installations must be open circuit with the outgoing wire fully insulated to 

avoid shorts to earth. This means using good quality insulators and avoiding 

vegetation growth or other items touching the wire fence.  

All joints and connections should be made simply, firmly and above all be very 

tight, using the correct joiners for the purposes. 

For permanent fencers, regular inspection of the line is essential. Weeds and 

branches touching the line should be removed. Any vegetation in contact with 

the fence reduces efficiency and performance, particularly during damp and wet 

conditions or periods of lush growth.  

Choice of materials 

Checking the installation: 
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Visibility of an electric fence is very important too. The animal will remember the shock it received and will respect the fence as a 

barrier. It is important to monitor the voltage of the fence on a weekly basis to ensure there is sufficient current throughout the fence 

line.  

Visibility of the fence 

When the earthing system is installed, it is vital to test it. First simulate heavy vegetation loading in the fence line. Place an iron bar 

in the ground about 100m out along the fence and lean it against the fence wires. Plug in the energiser and check the voltage read-

ing along the fence line. If it reads 1000 volts or less, a sufficiently heavy load has been put on the energiser. If the voltage is still 

above this, place more iron bars along the line until the voltage drops to 1000 volts or less. Leaving this load on the line, take a volt-

age reading on the earthing system. A small reading on the earthing wire is permissible as long as it does not exceed 300 volts. If it 

does exceed 300 volts, the earthing system is not sufficient and you have to install more earth bars.  

Check the Earthing System  

Always install one or two extra bars to be sure.  

The rule of thumb here would be to install a better earthing system than is required. Having decided on the amount of bars re-

quired, dig a trench 150mm deep from where the first bar is going to be, to where the last one is. Then using 1M bars drive all bars 

down until they are flush with ground level, Connect heavy duty cable from one to the other of all the earth bars.  

Then take cable from the first bar and connect it to the earth terminal.  

Installing the Earthing System 

Without an earthing system for the energiser there would be no shock at the fence line. An earthing system works in much the 

same way as an aerial does for a radio but instead of collecting airwaves, the earthing system picks up electrons from the ground, 

which are transmitted with each pulse out along the fence line. 

The stronger the energiser the better the earth required.  

Electrical current passes through soil but does so more easily in moist or mineral soils than woild be the case in dry stony soil.  

Therefore before deciding how many earth bars are required, take three factors into consideration: 

1. The type of soil. 

2. High power or low power energiser. 

3. The load one can expect on the fence system and the length of fence. 

 

EARTHING SYSTEMS  
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MAINS FENCERS  
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M10 

02-2006-01 

The M10 is also ideal for use on small applications. With its small 

size, the M10 is easy to move and could be used as temporary 

fencing. It is suitable for use as livestock, equestrian and domes-

tic pet fencing 

0.2J-1.5KM 

M160  

02-2005-01 

This 230 volt 1.6 joule area energiser is a popular 

model. This unit is usually a good choice for livestock 

or equestrian fencing.  

 Ideal for small farms 

 Suitable as equestrian fencing 

 Can be wall mounted 

 IP65 rated 

 Simple to operate (plug and play) 

1.6J-10KM 

Voltage Output 

Joules 

Stared 

Joules 

Km (No/

Low Vegeta-

tion) 

Acre Ha 

M10 0.12 0.20 1.5 4 1.6 

M160 1.1 1.60 10 30 12 
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MX RANGE  

Output full & half power (can be used simultaneously) 

7-light display 

Audible low output alarm 

Burns off vegetation (on more powerful units only) 

Easy to install and maintain 

Our range includes: 

MX4 02-2000-01 (Use 3 Earth Bars) 

MX6S 02-2001-01 (Use 3 Earth Bars) 

MX 9 02-2002-01 (Use 4 Earth Bars)  

MX18 02-2004-01 (Use at least 5 Earth Bars) 

Voltage Output 
Joules 

Stored 
Joules 

Km (No/Low 
Vegetation) 

Acre Ha 

MX4 3.3 4 15 50 20 

MX6S 4.9 6 22 75 30 

MX9 6.1 9 32 110 45 

MX18 14.8 18 65 220 90 

 

The MX range includes 4 Models from which to choose MX4,MX6S,MX9 & MX18, offering an energiser for 

all applications, large and small. It uses microchip technology. This allows digital control of the pulse and 

governs the pulse time, frequency and power for maximum effect, whatever the conditions.  

Our MX Range has a 7 light display to give the user highly visible, easy to read information on the perfor-

mance on the system (visible up to 30 meters in normal light) 
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BATTERY FENCERS 
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DRY BATTERY 9-12V 

B50 

01-1002-02 

 Ideal for strip grazing 

 Portable and easy to install 

 3 modes of operation: Normal, Turbo and Night 

 The control unit is sealed to IP65 for long life 

 Simple to operate  

 Compatible with 9V dry and 12V wet batteries 

 When the fence is not in use– remove the battery and 

store safely to protect your fencer 

The very versatile B20 is perfect for mid range applications, suita-

ble for livestock containment and protecting crops from unwant-

ed animal intrusions. Different pulse rates can be selected by 

choosing the appropriate mode. In night mode, the number of 

pulses per minute is automatically halved, extending the battery 

 

B20  

01-1009-02 

The very versatile B50 is ideal for medium sized areas, for the con-

tainment of livestock and the protection of crops from unwanted ani-

mal intrusion. The B50 employs a real unique battery life extender. 

This ensures that maximum energy is only applied to the fence when 

a load is detected, meaning that the battery is not continuously being 

used to needlessly generate high energy pulses. 

The B50 is microchip controlled and has 3 modes of operation, giving 

greater control to the professional farmer. It is operated with three 

modes: 

Normal, Turbo and Night mode.  

 Ideal for medium sized areas 

 Covers 12 acres 

 The control unit is sealed to IP65 for long life 

 Simple to operate 

 Compatible with 9V dry and 12V wet batteries 

 

 

Note: When the fence is not in use– remove the battery and store safely to protect 

0.5J-4KM 

0.2J-1.5KM 



 11 

B12 Paddock Pro 

0.14J-1.2KM 

01-1000-01 

This energiser is specifically designed for small areas and strip 

grazing. It can power up to 1.5 Hectares. Features include ON/

OFF switch and low battery indicator. Average battery life is 7 

months. 

 For small areas  

 Ideal for horse and cow fencing 

 Can be used to protect ponds or set boundaries for pets 

 ON/OFF Switch  

 12 volt battery operation ( battery not included)  

BM140  

01-1012-01 

This powerful 12 volt wet battery fence is rated at 1.4 joules and is suitable 

for large areas where mains electricity is unavailable. It has 1 setting with a 

low battery indicator. When the battery voltage is low the red LED will flash. 

The green LED will flash for each pulse. At this point the battery needs to be 

fully charged. This fence can be tested on/with any 12volt battery (car, van 

or tractor)  

 Ideal for large remote areas with no main electricity available 

 Suitable for all animals 

 Low battery indicator 

 12V battery operation ( battery not supplied)  

 Can be powered from 230V /12V adapter (available separately)   
1.4J-8KM 

Mains Adaptor (Suitable for BM140) 

06-6004-00 
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Solar Fences 
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SOLAR PANEL FENCERS  

B15 Solar Fence 

S50 Solar Fence 

By means of processing and proven technology in the ar-

ea of solar panels, through the improvements in process-

es and technology in the manufacture of solar panels. The 

costs are restricted to the initial purchase of the solar 

panel. The Forcefield Solar Panel are maintenance free 

and is ideal for a pocket of land that may be away from 

your farm or no mains electricity. Saving you both time 

and money!  

Please Note:  

- Position it directly under the sun at 12 midday, and on a 

flat surface. This will optimise the power of the solar pan-

el.  

- Please do not allow any vegetation to grow up around it, 

this will hinder the sunlight.  

- Before the first use it is recommended the battery be 

charged fully. It is important to do this every time the 

fence is temporally out of use. It is very important this 

fence cannot be knocked over as this could cause acid to 

leak from the battery and damage the fence.  

 

The S50 Solar Fence 01-1017 

The fence is powered by a 0.5 

Joule, equivalent to our B50 fence 

on page 10. 

 

 

The B15 Solar Fence 01-1016-01 

The fence is powered by the BM 140 

(See page 1)  1.4J 12V DC Battery fenc-

er. (earth bar included)  

Dimensions:  300mmx360mmx590mm 

Dimensions of the solar panel: 

355mmx575mm 
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FAULT FINDER  
04-4008-02 

Ultimate Fault Finder for electric fence  

 An easy way to find results 

 Simple to use—one touch operation 

 Leads you quickly to the fault on the fence 

 Clearly indicates the direction of the fault 

 Digital reading shows the voltage and the 

current 

 No wire or clips means no tangles or 

shocks 

 Essential for your fencing needs 

 

NEON TESTER 

05-5001-00 

 For quick checking  

 Push the earth into the ground and hold it against 

the line for reading  

 From 2 to 5,000 Volts 

KEY RING TESTER/BEEPER 

05-5002-00 

 Simple way to check if you have power  

on your fence line 

 Hold the beeper beside the fence line and 

if there is current the tester will beep.  

 

 

Electric Fence Testers 
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Accessories 
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   Type  Code Conductor 

Type 

No. Of Con-

ductors 

Length Breaking 

Strength 

Outer Box 

Quantities 

Polywire 6 
 

06-6013-00 
Steel Wire 

0.15mm 
6 250m 65Kg 

   

20 

Polywire 6 
 

06-6012-01 
Steel Wire 

0.15mm 
6 500m 65Kg 

 

10 

Polywire 9 
 

06-6012-00 
Steel Wire 

0.15mm 
9 250m 65Kg 

 

20 

Polywire 9 
 

06-6013-01 
Steel Wire 

0.15mm 
9 500m 65Kg 

 

10 

Polywire Maxi 

15 

 

 06-6021-00 
Steel Wire 

0.15mm 
15 300m 85Kg 

 

10 

Polywire Maxi 

15 Turbo 

 
 

06-6021-01 

Wire 0.2mm 

Steel & 0.2mm 

Copper 

15 300m 120Kg 

 

10 

12.5mm Tape 
 

06-6017-00 
Steel Wire 

0.15mm 
5 200m 95Kg 

 

18 

20mm Tape 
 

06-6019-00 
Steel Wire 

0.15mm 
4 200m 95Kg 

 

10 

40mm Tape 
 

 

 

06-6016-00 

Steel Wire 

0.15mm 
8 200m 170Kg 

 

6 

6mm Rope  06-6015-02 
Steel Wire 

0.2mm 
6 200m 410Kg 

 

5 

25m Cord  06-6015-10 
Steel Wire 

0.2mm 
6 25m N/A 

 

12 

50m Cord  06-6015-11 
Steel Wire 

0.2mm 
6 25m N/A 

 

12 

Polywire & Tape 
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Insulators  

   Type   Code 
Pack Quanti-

ties 

  
Outer Box 
Quantities 

Screw In Ring In-
sulator – Contin-

uous Support 
(Black)  

06-6032-00 25 

   
  
  

20 
  

Screw In Ring In-
sulator – Contin-

uous Support 
(Yellow)  

06-6032-03 25 

  
  

20 

Screw In Ring In-
sulator – Contin-

uous Support 
(Bucket)  

06-6032-01 150 

  
  
1 

Large Egg         
Insulator 

 

06-6031-00 10 

  
  

10 

Staple Insulator 

  
  

 

06-6039-00 50 

  
  
20 

Nail Insulator 

(Large) 

  
   

06-6037-00 25 

  
  

20 

Gate Break Hook 

 

06-6050-00 10 

  
  

20 
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   Type  Code 
Pack  

Quantities 

Outer Box  

Quantities 

Tube  

Insulator  
 

06-6038-00 50 20 

Tube  

Insulator 

(25mm Roll)   

06-6038-02 1 3 

Claw  

Insulator 
 

06-6039-10 25 20 

Screw on  

Insulator for 

Round Post  

06-6035-02 10 10 

Screw on  

Insulator for 

Round Post  

06-6035-03 10 10 

Nail Insulator 

(Large) 
 

06-6037-00 25 20 

Fencing Pliers 
 

06-6062-01 1 20 

Cut Out 

Switch 
 

06-6061-01 1 20 

Insulators & Tools 
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   Type  Code 
Pack  

Quantities 

Outer Box  

Quantities 

Black Gate 

Handle  

06-6022-00 1 

   

25 

 

Orange Gate 

Handle 
 

06-6022-03 1 25 

Red Gate 

Handle 
 

06-6023-00 1 25 

Gate Handle 

Kit  

50mm 
 

06-6048-01 1 25 

Loose Spring 

50mm 
 

 

06-6024-01 1 25 

Gate Handle 

Kit   

25mm 

 
06-6048-00 1 25 

Loose Spring 

25mm  
06-6049-00 1 25 

Gate Handle 

Bungee Kit 
 

06-6027-02 1 25 

Gate Handles & Kit Sets 
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   Type   Code 
Pack         

Quantities 

  
Outer Box 
Quantities 

Small Plastic 
Reel 

 

06-6026-00 1 

   
  
4 
  

Large Plastic 
Reel 

 

06-6026-01 1 

  
  
6 

3:1 Geared 
Reel 

 

06-6026-02 1 

  
  
4 

Long Distance 
Insulator 

 

06-6033-00 10 

  
  
5 

White         
Distance       
Insulator 

   

06-6035-00 1 

  
  

50 

Green         
Distance       
Insulator 

  
 

06-6048-00 1 

  
  

50 

Porcelain     
Insulated 
Ratchet 

 

06-6036-01 1 

  
  

50 

Porcelain    
Bull Nose            
Insulator 

 

06-6036-00 10 

  
  

5 

Reels, Distance Insulators & Ratchets 
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   Type   Code 
Pack Quanti-

ties 

  
Outer Box 
Quantities 

Electric Fence 
Signs 

 

06-6060-00 10 

   
  

10 

Lightning Di-
verter 

 

06-6000-00 1 

  
  

30 

Output Leads 
for the Battery 

Fences 
 

06-6003-00 1 

  
  

20 

Miscellaneous Accessories 

 

The Kingspan Titan Meal Bin has a variety of applications for the agricultural market. Primarily designed 
for the use with a bale lifter on the back of a tractor, it can be easily lifted by a forklift making the meal 
bin and its contents easily transported. 
 
Benefits: 
 
• Easy to clean out as there is no lip around the top of the body 
 
• Replaces bags and minimises contamination risks to the con-
tents 
 
• Secure lid protecting contents from outside elements 
 
• Capacity of 1000 litre of liquid and approximately 750kg de-
pending on feed type 
 
• Easily transported with a forklift, bale handler or loader due to base structure 
 
• Suitable for a variety of applications such as storage of animal meal 

Product Code AD83 Meal Bin 

Length (mm)              1375 

Width (mm)               1200 

Height (mm)              1007 
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   Type  Code Voltage 
Battery 

Type 

Outer Box 

Quantity 

Pallet 

Quantity 

90 Ah 

 

06-6046-00 9V Alkaline 4 200 

130 Ah 

 

06-6046-02 9V Alkaline 4 200 

160 Ah 

 

06-6046-03 9V Alkaline 4 200 

90 Ah 

Round 
 

06-6047-00 7V Alkaline 4 168 

Underground High Tensile Wire 

Batteries 
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GALVANISED EARTH BAR 

1 Earth Bar : Height 1m ref: 06-6001-00 

POSTS  

2  6mm Pigtail Post (12 pack) : 06-6044-00 (outer box 4*12)(Pallet of 120*12) 

3 8mm Pigtail Post (10 pack) : 06-6044-01 (outer box 4*10)(Pallet 120*10) 

4 

Plastic PVC Post 105cm with 7 inserts (10 pack) : 06-6041-00 (Pallet 200*10) 5 

Plastic PVC Post 160cm with 8 inserts (10 pack) : 06-6042-00 (Pallet 100*10) 

2 3 4 

6 

1 5 6 

Orange Post with Insulator : 06-6040-00 (outer box 50)(Pallet 20*50) 

 

Earth Bars, Temporary Fencing Posts and Strip Grazing Posts 
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ELECTRONIC PET CARE  
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ELECTRONIC PET CARE  
Our Outdoor Pet Fence gives your pet the freedom to roam within the boundary that you have chosen, 

providing a happy and safe environment, without the need for restrictive ropes, chains, walls or bars.  

A small transmitter sends a continuous signal through the underground wire, which marks the boundary 

of the property.  

OUTDOOR PET FENCE  

This system offers many advanced features not found on other pet containment systems. The PTX 

160 uses special programming designed to teach your dog to respect the boundaries in the short-

est possible time.  

It is designed to make training quick, easy and as effortless as possible. AS your pet approaches the 

boundary, a slow repeating beep is sounded. If the animal continues to move towards the bounda-

ry, a mild electronic stimulation is administered.  

Once your pet is trained, the mild stimulus at the inner periphery of the boundary zone will remind 

the pet that they should not continue. This acts as a warning without administering the full stimu-

lus required to deter the dog at the outer edge of the boundary zone.  

 Invisible fence for pet containment 

 Digital signal decoding 

 Fence length up to 1.5km 

 Deluxe waterproof ultralight receiver  

 Electronic stimulation: 3 Levels of correction  

 Tone warning 

 Built in light surge protection 

 Cable break indicator 

 Rechargeable battery and charger  

 Battery life 1-3 weeks  

Outdoor Pet Fence 

04-4004-02 

Outer Box of 12 

Easy to install, allows boundaries of any shape and size. Protect your pet from roads, water or other 

areas. Create secure areas. (Flower beds, swimming pool, refuse bins, post-box….)  

Extra collars may be purchased as multiple dogs can be controlled from the same transmitter box. 

Transmitter  

 17-5443 

Extra Collar 

04-4003-00 

Wire 

04-4010-01  

 Receiver & Batteries 

17-5442 &16-5255  
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Sonic Bark Stopper 

Rechargeable bark stopper 

03-3004-01 Outer Box of 12 

A safe and easy way to control your pets barking. 

This collar can be used on most dog breeds which 

are at least six months old. The Bark Collar is 

fitted around your pets neck and has a sensor de-

vice that activates a warning sound when your 

pets barking starts.  

 Restrict or eliminate unwanted barking 

 Suitable for use on most dogs 

 2 different sized probes for short or long 

haired dogs 

 Electrical stimulation is triggered by your 

pet’s vocal chord vibration 

 The electronic correction helps to train your 

pet 

03-3005-01 Outer Box of 12 

Stops nuisance barking with harmless high fre-

quency sound. The Sonic Bark Stopper is fitted 

around your pets neck and has a sensor device 

that activates a warning sound when your pets 

barking starts.  

 Restrict or eliminate unwanted barking 

 Suitable for use on most dogs 

 2 different sized probes for short or long 

haired dogs 

 Electrical stimulation is triggered by your 

pet’s vocal chord vibration 

 The electronic correction helps to train your 

pet 
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DEHORNER III 

08-8000-01 Outer Box of 15 

Removing the pre-emergent horn (debudding) is the 

most humane  and efficient way to eliminate horn tis-

sue in cows and goats. The Dehorner III makes it pos-

sible to dehorn and debud anywhere; in the field, in 

the pen, in the barn etc. 

Designed for farmers and veterinary surgeons, the 

Dehorner III is the ideal tool for dehorning herds of 

young calves 3-8 weeks old.  

Length:238mm 

Weight:330g 

Operating time: 45 mins 

Tip temperature: 600°C 

Refill time: 20 seconds 

Gas type: Gas lighter fuel  

Tip selection: 3 

 Fittel ignition: Yes 

Temerature adjustable: Yes 

 Cordless, compact and ergonomic with complete 

portability—no tanks, cords or pipes.  

 Butane gas powered, catalytic combustion with no 

naked flame 

 Burns specific horn area for ease and convenience 

 Temperature regulator adjustable to 225 watts          

(equivalent)  

 Extra wide tip for later dehorning available  

RECHARGABLE TORCH  

Comes in 2 settings LED and Halogen. 

Pressing the switch first turns on 8 LED bulbs for low battery 

consumption. When pressed a 2nd  time it switches off the 

torch. The 3rd press turns on the halogen bulb for long dis-

tance usage.  

The battery will last over 30 hours on the LED setting. 

The torch lasts up to 4 hours between charges. 

 Fully waterproof. 

Charge fully when purchased first, for at least 12 hours. This 

will guarantee an extended battery life.  

As the battery runs low the LEDs will shine brighter than the 

halogen bulb. Indicating that the torch needs to be fully 

charged. 

 When not in use—store carefully, fully charged.  

 Contains a lead acid battery. 

07-7002-00 Outer Box of 6 
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Rat and Mouse Poison 

Forcefield can provide you with two different types of mouse and rat poison. An essential on any farm. We have both wax 

grain and wax block. If larger sizes are needed than in the Table below please contact your local Forcefield Sales Representa-

tive. 

Grain 

Wax Block  

Halt Serial Balt Grain is a ready to use rodenticide bait based on 

an anti—coagulant substance knows as Brodifacoum effective 

against mice and rats. The formulation consists of a cereal grain 

bait particularly attractive and palatable to all species of Rodents. 

Halt serial bait contains a bittering agent to prevent accidental 

ingestion by children. 

Halt Wax Block is a ready to use rodenticide bait based on 

anti-coagulant substance known as Brodifacoum effective 

against mice and rats. The formulation consists of a cereal/

wax block bait particularly attractive and palatable to all 

species of Rodents. Halt serial bait contains a bittering agent 

to prevent accidental ingestion by children. 

Instructions for Use 

Place bait boxes along rodents routes and places of major infestation, protected from atmospheric agents and the ingestion 

be non-target species and children. 

Authorised Uses 

General Rodenticide to control rats, mice and other rodents. For amateur and professional use. Halt wax block and grain can 

be used inside and outside of industrial buildings, farms, houses, cellars, garages, closets and gardens.  
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Rat & Mouse Poison 

Sizes Available 

PRODUCT Unit Size Code Outer Box Quantity 

Pied Piper Halt Wax Block 500G 06-6200-00 24 

Pied Piper Halt Wax Block  1Kg 06-6200-01 12 

Pied Piper Halt Wax Block  3Kg 06-6200-02 4 

Pied Piper Halt Wax Block 6Kg 06-6200-03 1 

Pied Piper Halt Wax Block 10Kg 06-6200-04 1 

Pied Piper Halt Grain Bait Mouse 150Grm 06-6200-10 24 

Pied Piper Halt Grain Bait 700Grm 06-6200-20 12 

Pied Piper Halt Grain Bait 1.5Kg 06-6200-21 12 

Pied Piper Halt Grain Bait 3.5Kg 06-6200-22 4 

Pied Piper Halt Grain Bait 7Kg 06-6200-23 1 

Pied Piper Halt Grain Bait 12Kg 06-6200-24 1 

Pied Piper Halt Grain Bait 25Kg 06-6200-25 1 

Bait Station, Rat & Mouse Traps 

Rodent Bait Station 

06-6210-00 

Outer Box Quantity : 12 

Rat Trap 

06-6210-30 

Outer Box Quantity : 6 

Rodent Bait Station 

06-6210-31 

Outer Box Quantity :12 
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Glas Scheme 

 

Bird & Bat Boxes  

Now in Stock   

        

Fox Lights 
Key Benefits 

 The light is projected at 360 degrees and can be seen for a 

distance of 1 mile or 1.5 kilometres. 

 Operates with a 6 volt battery, giving up to 12 months non-

stop protection in all conditions. 

 A light sensor automatically turns the unit on at night and 

off at dawn. 

 Made using the highest grade materials. 

 Winner of the prestigious People’s Choice award on the 

“New Inventors” show in Australia. 

 Easily mounted on 3 sided steel post, hung on a wire fence 

or on an overhanging tree branch 

 Warranty of 12 months when used in conjunction with in-

structions. 


